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GN 172.1 RoHS

Guide bushings
with collar / with conical bore, for indexing plungers 
GN 817.5

SPECIFICATION
Steel
hardened (HRC 60 ±2)

INFORMATION
Guide bushings GN 172.1 with conical bore will be used for the latch 
bore of indexing plungers GN 817.5 (see page 796).

TECHNICAL INFORMATION
 - ISO-Fundamental Tolerances (see page A21)
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GN 172.1

Description d1 d2 n6 d3 d4 l

GN 172.1-6-10 6 10 12.5 13.5 8 4
GN 172.1-8-12 8 12 15 16 10 6
GN 172.1-10-15 10 15 19 20.6 12 12

GN 179.1 RoHS

Guide bushings
without collar / with conical bore, for indexing  
plungers GN 817.5

SPECIFICATION
Steel
hardened (HRC 60 ±2)

INFORMATION
Guide bushings GN 179.1 with conical bore will be used for the latch 
bore of indexing plungers  GN 817.5 (see page 796).

TECHNICAL INFORMATION
 - ISO-Fundamental Tolerances (see page A21)
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GN 179.1

Description d1 d2 n6 l

GN 179.1-6-10 6 10 8 4
GN 179.1-8-12 8 12 10 7
GN 179.1-10-15 10 15 12 12
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